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LOQ-IT

BODY:   

Economy lightweight padlock, durable non-conductive spark proof body made of Nylon 

PA6, Shock, UV and Chemical resistant, withstands deformation and high ambient 

temperatures from -20 Deg. C + 177 Deg. C.

CYLINDER: 

12 pin zinc cylinder, upto 40000 Keyed Different combinations 

COLORS:

Red, Blue, Yellow, Green, Orange, Black, Purple, White, Brown & Grey.

SHACKLE MATERIAL & LENGTH:

Chrome plated steel shackle OR Non-Conductive plastic shackle.

Available in 38mm and 76mm shackle lengths. 

KEYS: 

1 Unique key with every Keyed Different (KD) padlock.

Name, Numbers or logo customization available.

Key Retaining feature ensures keys cannot be removed until padlocks are closed.

COMPONENTS AND FEATURES

1 KEY PER LOCK

37.0mm

20.0mm

45.0mm

89.0mm

38.0mm

6.0mm

Body Width (mm)

Body Thk. (mm)

Body Length (mm)

Total Height (mm)

Shackle Dia (mm)

Shackle Height (mm)

37.0mm

20.0mm

45.0mm

126.0mm

76.0mm

6.0mm

Body Width (mm)

Body Thk. (mm)

Body Length (mm)

Total Height (mm)

Shackle Dia (mm)

Shackle Height (mm)



Meets OSHA 29 CFR 1910.147 
regulation for Lockout Tagout 1 key per padlock 10 colors Competitive price

LOQ-IT ECONOMY PADLOCKS SELECTION GUIDE

Keyed Different & 
Master Keyed

KD
Keyed Different

KA KDMK
Keyed Alike

RD
Red

BL
Blue

YL
Yellow

GN
Green

OR
Orange

BK
Black

PR
Purple Brown

BNWH
White Grey

GYCOLOR CODING

KEY SYSTEM

REGULAR 
STEEL SHACKLE

(38mm Shackle Length)

S 3 8

LONG 
STEEL SHACKLE

(76mm Shackle Length)

S 7 6

REGULAR 
NON-CONDUCTIVE SHACKLE

(38mm Shackle Length)

N 3 8

LONG 
NON-CONDUCTIVE SHACKLE

(76mm Shackle Length)

N 7 6

SHACKLE TYPE & LGTH

Ideal for EPC’s, MEP and Contracting companies comissioning large scale projects in the Oil & 
Gas, Utilities and Industrial sectors where substantial quantities of energy sources need to be 
locked and tagged prior to handover.

Economy lightweight padlock, durable non-conductive spark proof body made of Nylon PA6, 
Shock, UV and Chemical resistant, withstands deformation and high ambient temperatures from 
-20 Deg. C + 177 Deg. C.

S38 S76 N38 N76 LONG NON-CONDUCTIVE SHACKLE

(76mm Shackle Length)
REGULAR NON-CONDUCTIVE SHACKLE

(38mm Shackle Length)
LONG STEEL SHACKLE

(76mm Shackle Length)
REGULAR STEEL SHACKLE

(38mm Shackle Length)



ECONOMY LOTO PADLOCK MODEL NUMBERSLOQ-IT

KEYED ALIKE - 1 KEY PER LOCK

REGULAR 
STEEL SHACKLE

(38mm Shackle Length)

LONG 
STEEL SHACKLE

(76mm Shackle Length)

REGULAR 
NON-CONDUCTIVE SHACKLE

(38mm Shackle Length)

LONG 
NON-CONDUCTIVE SHACKLE

(76mm Shackle Length)

PD-LQRDKDS38

PD-LQYLKDS38

PD-LQBLKDS38

PD-LQGNKDS38

PD-LQORKDS38

PD-LQBKKDS38

PD-LQPRKDS38

PD-LQWHKDS38

PD-LQBNKDS38

PD-LQGYKDS38

PD-LQRDKDN38

PD-LQYLKDN38

PD-LQBLKDN38

PD-LQGNKDN38

PD-LQORKDN38

PD-LQBKKDN38

PD-LQPRKDN38

PD-LQWHKDN38

PD-LQBNKDN38

PD-LQGYKDN38

PD-LQRDKDN76

PD-LQYLKDN76

PD-LQBLKDN76

PD-LQGNKDN76

PD-LQORKDN76

PD-LQBKKDN76

PD-LQPRKDN76

PD-LQWHKDN76

PD-LQBNKDN76

PD-LQGYKDN76

PD-LQRDKDS76

PD-LQYLKDS76

PD-LQBLKDS76

PD-LQGNKDS76

PD-LQORKDS76

PD-LQBKKDS76

PD-LQPRKDS76

PD-LQWHKDS76

PD-LQBNKDS76

PD-LQGYKDS76

REGULAR 
STEEL SHACKLE

(38mm Shackle Length)

LONG 
STEEL SHACKLE

(76mm Shackle Length)

REGULAR 
NON-CONDUCTIVE SHACKLE

(38mm Shackle Length)

LONG 
NON-CONDUCTIVE SHACKLE

(76mm Shackle Length)

PD-LQRDKAS38

PD-LQYLKAS38

PD-LQBLKAS38

PD-LQGNKAS38

PD-LQORKAS38

PD-LQBKKAS38

PD-LQPRKAS38

PD-LQWHKAS38

PD-LQBNKAS38

PD-LQGYKAS38

PD-LQRDKAN38

PD-LQYLKAN38

PD-LQBLKAN38

PD-LQGNKAN38

PD-LQORKAN38

PD-LQBKKAN38

PD-LQPRKAN38

PD-LQWHKAN38

PD-LQBNKAN38

PD-LQGYKAN38

PD-LQRDKAN76

PD-LQYLKAN76

PD-LQBLKAN76

PD-LQGNKAN76

PD-LQORKAN76

PD-LQBKKAN76

PD-LQPRKAN76

PD-LQWHKAN76

PD-LQBNKAN76

PD-LQGYKAN76

PD-LQRDKAS76

PD-LQYLKAS76

PD-LQBLKAS76

PD-LQGNKAS76

PD-LQORKAS76

PD-LQBKKAS76

PD-LQPRKAS76

PD-LQWHKAS76

PD-LQBNKAS76

PD-LQGYKAS76

BLACK

BLACK

KEYED DIFFERENT - 1 UNIQUE KEY PER PADLOCK

  Also available in Master Keyed system - customized on request. Minimum quantites and lead time applies. 

KEYED DIFFERENT (KD) 
padlocks cannot be master 

keyed. If key is lost or 
misplaced, the padlock has 

to cut/destroyed.

KEYED ALIKE (KA) padlocks 
can be customized between 

2 - 500 pieces in same or 
different color groups.



 


