
Range Class 00 Class 0 Class 1 Class 2 Class 3 Class 4

Marking tag 
colour Beige Red White Yellow Green Orange

Thickness mm 
(Max) 
EN 60903*

1.10 1.60 2.10 2.90 3.50 4.10

Thickness mm 
(Max) 
ASTM D120

0.75 1.02 1.52 2.29 2.92 3.5

Length mm
EN 60903

280, 360 
(+/- 15)

280, 360, 410 
(+/- 15)

360, 410 
(+/- 15)

360, 410 
(+/- 15)

360, 410 
(+/- 15)

410 
(+/- 15)

Length inches
ASTM D120 11,14 (+/- 0.5) 11,14,16 

(+/- 0.5) 14,16 (+/- 0.5) 14,16 (+/- 0.5) 14,16 (+/- 0.5) 16 (+/- 0.5)

Size range
8, 8 1/2, 9, 
9 1/2, 10, 
10 1/2, 11

8, 8 1/2, 9, 
9 1/2, 10, 
10 1/2, 11

8, 8 1/2, 9, 
9 1/2, 10, 
10 1/2, 11

8, 8 1/2, 9, 
9 1/2, 10, 
10 1/2, 11

8, 8 1/2, 9, 
9 1/2, 10, 
10 1/2, 11

8, 8 1/2, 9, 
9 1/2, 10, 
10 1/2, 11

Straight 
(Bead / Cut)

Straight 
(Bead / Cut)

Straight 
(Bead / Cut)

Straight 
(Bead / Cut)

Straight 
(Bead / Cut)

Straight 
(Bead / Cut)

PPE Category III III III III III III

Category A, C A, C A, C A, H, C A, H, C A, H, C

Proof test 
voltage AC (V)   2,500   5,000 10,000    20,000    30,000 40,000 

Maximum 
working voltage 
AC (V)

                                                          
500 

                                                      
1,000 

                                                          
7,500 

                                                       
17,000 

                                                    
26,500 

                                                    
36,000 

Withstand test 
voltage AC (V) 
EN 60903

                                                    
5,000 

                                                    
10,000 

                                                       
20,000 

                                                       
30,000 

                                                    
40,000 

                                                    
50,000 

Minimum 
breakdown 
voltage AC (V) 
ASTM D120

4,000 6,000 20,000 30,000 40,000  50,000 

*Includes additional 0.60mm allowed in EN 60903 for categories A and H.




